
* Custom design Permalloy-core transformer(Made in Japan) with the thickest

   possible wire relative to the core size.  

* Ultra-precision resistors manufactured in Akita/Japan by Alpha Electronics.

* To prevent sound quality degradation caused by contact points, a direct connection

   structure without a toggle switch was adopted.

*  A chassis with high shielding effect using two different materials.

    R & L transformers are enclosed in a 1kg aluminum block, which is then covered

    with a 2mm thick steel chassis and 10mm thick aluminum base.

*  Wooden insulators made of Zelkova serrata which is often used for a body

    of Japanese drums, Pillars of shrines and temples, etc.

    This achieved natural and organic sound and realistic sound stage.

*  Wooden side-panels made of natural Walnut to neutralize the

    metallic resonance of the chassis.

FEATURES

Leben MC cartridge Stepup Transformer

Model:   CS-60T



*  Frequency response 10Hz - 100KHz +/-1dB

*  Gain 25dB 

*  Input Impedance Below 14 Ω (Recommended cartridge)

*  Load impedance Over 47K ohm

*  Dimensions 11(H) x 12(W) x 15(D) cm

(excluding terminals and insulators)

*  Weight 2.8kg

Do not disassemble or modify the unit by yourself.

Disassembling or modifying this device may not only damage it but also affect other

devices, so please do not disassemble or modify it under any circumstances.

Keep the unit out of magnetic field.

Do not place this device near power transformers or motors of other equipment.

Avoid high humidity or high temperature.

Do not place this device in direct sunlight or near heat sources such as stoves.
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